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The data from this series of tests appear 
to support the use of EarthGuard®

Fiber Matrix (EGFM) to reduce soil 
erosion and off-site delivery of sediment 
from steep slopes. A 95% reduction in 
sediment delivery/weight is a high level 
of performance comparable to the best 
performing best management practices 
such as some rolled erosion control 
products (RECPs) and bonded fiber 
matrices (BFMs). The EarthGuard®

Fiber Matrix manufacturer, Terra Novo, 
Inc. claims an installed cost of 
$0.025-$0.06 per square foot compared 
to $0.085-$0.15 for BFMs and RECPs.
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(888) 843-1029

Ear thGu ard
®Fib erM

atri x

Results from San Diego State University Study of EarthGuard®FM

0
Bare Soil

4.73

100.00

EarthGuard®FM

Re
la

tiv
e 

Se
di

m
en

t W
ei

gh
t (

%
)

20

40

60

80

100

EarthGuard® Fiber Matrix
Erosion Control.
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Worksite proven.
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EarthGuard® Fiber Matrix from 
Terra Novo is the economical 
solution more and more erosion 
specialists are turning to. It’s the 
perfect short to mid-term erosion 
application comparable to the most 
expensive BMPs.

Check it out for yourself — 
EarthGuard® Fiber Matrix is 
simple to apply, safe to use and as 
effective as any comprehensive 
BFM system on the market. Call or 
visit us on the web to learn more 
about EarthGuard®.

LOCAL DISTIBUTOR



EarthGuard®Fiber Matrix Erosion Control

For technical services or to locate your nearest EarthGuard® dealer, call 1-888-843-1029.
Terra Novo, Inc., P.O. Box 81916, Bakersfield, CA 93380  www.earthguard.com

WINTER PROTECTION FOR PADS

Use 3–4 gallons of EarthGuard® per acre. Dilute with water as per mixing 
instructions and spray the pads. Adding 750–1,000 lbs. of mulch will give some 
additional protection.

STORM-BY-STORM PROTECTION

For temporary protection of slopes and flat areas that are still in progress, apply 
EarthGuard® at 3–5 gallon per acre prior to a storm event. After the rain has
stopped and the ground is dry enough, proceed with grading.

DUST CONTROL

On grading jobs, haul roads, etc. add 2 quarts of EarthGuard® to each 1,000 
gallons of water. Apply with a water truck as normal. Number of passes can be 
reduced up to 75%.

If the desired result is more of a “Dust Cap” (longer lasting effect yet still 
temporary) usually 8–10 gallons per acre will be required.

APPLICATION & MIXING GUIDELINES

Spray all mixtures at a minimum rate of 3000 gallons of water/acre (higher 
rates may be required) evenly over the area to be treated. Be careful not to 
spray too fast, creating puddles or run-off — they damage the soil structure 
before EarthGuard® products can work. Application should be sprayed from 

multiple directions and angles to insure complete and proper coverage. Do not 
disturb treated areas after EarthGuard® products are applied. Mulch 
manufacturers recommend all hydraulic applications using fiber mulch to have 
a 24-hour window without rain.

Some situations with sandy – sandy loam soils, very little organic matter in the 
soil, poorly compacted slopes, heavy rainfall locations (over 20 inches per 
year), very intense rain storms (2–3 inches at a time), high wind exposure, etc. 
may require increasing the EarthGuard® and/or mulch by 1.25 – 1.50 times. 
When SWPPPs, BMPs or other plans are being written, contact Terra Novo,
Inc., or your local dealer for more specific rate recommendations.

Many types of equipment can be used to apply EarthGuard® (hydroseeders, 
water trucks, spray rigs, aerial applicators, and irrigation systems). When 
mixing, fill the vessel 1/3 full of water prior to adding any EarthGuard®. As 
the tank continues to fill and agitators are running, slowly add the recommended 
amount of EarthGuard®. If the tank doesn’t have agitators, it is important 
to add the EarthGuard® directly to the fill water flow. Mix or circulate the 
tank for a minimum of 10 minutes prior to application. A hydroseeder is required 
for applications of EarthGuard®FM.

EarthGuard® can be stored for 6 months. Always thoroughly mix before using. 
Always close or seal containers after use. Store in a dry, insulated location to 
avoid moisture and freezing. Frozen product, once thawed, can and should be 
completely remixed.

Information and statements herein are believed to be reliable but are not to be construed as a warranty or guarantee. Terra Novo, Inc. offers no warranties, expressed or implied. Nothing herein is to be taken as permission to practice any patented invention without a license.
EarthGuard is a registered trademark of Terra Novo, Inc. All rights reserved.

LONG TERM EROSION CONTROL OF PERMANENT SLOPES INCLUDING SEED

During the fall and winter months, follow the above charts for EarthGuard®FM and mulch rates. Add seed mixes as recommended to achieve long-term erosion 
control. This can be applied via a one-step hydroseeding process. However, some may prefer a two-step application (hydroseed and fertilizer first, and then 
EarthGuard® and mulch over the top).

If slopes are ready for permanent landscape (plants, trees, etc.), use the EarthGuard® rates from the above chart without adding mulch. Apply the mixture to 
all exposed soil after planting is completed. This will provide temporary erosion control while the plants establish their root mass.

PARTIAL SEASONAL CONTROL

If hydroseeding in the spring with some rain still to come use the following chart:

 Slope 6:1 5:1 4:1 3:1 2:1 1.5:1 1:1

 Gals/Acre 4 5 6 7 8 9 10

 (lbs) Mulch/Acre 1,000 1,000–1,200 1,200–1,500 1,500–1,800 1,800–2,000 2,000–2,500 2,500–3,000

 Slope 5:1 4:1 3:1

 Gals/Acre 6 8 10

 (lbs) Mulch/Acre 2,000 2,500 3,000

Rainfall greater than 19" over a 4–5 month period

 Slope 6:1 5:1 4:1 3:1 2:1 1.5:1 1:1

 Gals/Acre 2 3 4 5 6 7 8

 (lbs) Mulch/Acre 800–1,000 800–1,000 1,000–1,200 1,200–1,500 1,500–2,000 1,500–2,000 2,000–2,500

EarthGuard® is a soil stabilizing emulsion specifically formulated to reduce erosion and sediment runoff. It is non-toxic, 100% biodegradable, and conforms to the 
State of California Department of Transportation Standard Specifications Section 20-2.11 for “Stabilizing Emulsion.”  EarthGuard®FM is a one-step spray application, 
combining EarthGuard® and wood/cellulose fiber. It is applied as an aqueous slurry by itself or in combination with seed. EarthGuard®FM is chemically 
engineered to be effective at low rates while absorbing the impact of raindrops, and providing immediate dust control, erosion control, and soil stabilization until 
permanent vegetation is established or construction has resumed. EarthGuard®FM’s versatility allows it to be highly effective in many applications: erosion control, 
slope stabilization, dust abatement, landscape design, storm water runoff, fire burn rehabilitation, land development, and golf course construction.

APPLICATION RATES AND METHODS

EarthGuard®FM application rates depend upon field conditions and desired benefits. The following charts can be used as general rate guidelines for seasonal erosion 
control (loamy soils that are balanced in organic matter and nutrients).

FULL SEASONAL CONTROL
Maximum rainfall of 19 inches or less over a 4–5 month period
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